
 

Leadshow MV Controller  
MVC-III-02 –  
 

All-in-One – Simple design, yet 

complex integration  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

KEY FEATURES 
 

◆ Modular and plug-in design, free combination at your will. 

 
◆ Multi-screen management for centralized control.  

 
◆ Diverse display possibilities for flexible configuration. 

 
◆ Web-page control, easy, friendly, and convenient.   

 
◆ Status monitoring for better stability and reliability. 



 

 

SPECIFICATIONS 
 

 

Chassis 2U 

Max, Loading Capacity (LED 4K 
sending card) 

2 

Max, Input Cards 4 

Max, Output Loading            10.400.000 pixels  

Max, Input Channel 16 

Max, Layers 16 

Max, Presets            2000 

Gray Scale Processing 

 

         16 Bits 

Control  Card              RS232, WebGUI, Ethernet 

 

                                                                                  Input card 

Name Description 

H_1xHDMI2.0+1xDP1.2 input card HDMI2.0×1+DP1.2×1 
4096×2160@60Hz HDCP 

2.2  

Control Card RJ45 Gigabit Ethernet 
ports × 1 

                                                                     Output card 

Name Description 

_16xRJ45+2xfiber sending card RJ45 Gigabit Ethernet 
outputs ×16+ OPT×2 

outputs 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
STOCK CODE: 300296 

SHENZHEN LEYARD OPTO-ELECTRONIC CO., LTD 

ADD: Block 2/3/4, Jia'AnDa Industrial Park, Dalang, Longhua, Shenzhen, 518109, China. 

Tel: +86-755-2819-7999 / Fax: +86-755-29671239 

Email: intlmarketing@leyard.com /   Website: sz.leyard.com 
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